
CHRYSO®Revello Color, 
tinting combined with 
hardening

CHRYSO offers a custom-tinted solution ideally suited 

to concrete materials which at the same time protects 

precast products.

CHRYSO®Revello Color meets the needs of precast 

manufacturers:

n  The formulation of CHRYSO®Revello Color offers 

you long-term protection for your products.

n  Use of CHRYSO®Revello Color guarantees a 

constant and homogeneous tint for your customers 

and allows you to enhance the aesthetic appearance 

of your concrete elements.

n  It eliminates the efflorescence which often causes 

batch to batch or season to season unconsistency.

YOu aRe lOOking fOR:

  Custom-formulated tint that fits 
perfectly your precast elements

  Long-term protection for your 
precast products

  An easy-to-apply product which dries 
up quickly

  A uniform finish which preserves the 
mineral aspect of the original 
concrete material

  A solution for all precast parts: stock 
reference, custom product, street 
furniture, etc.

Custom-tinted waterproofing 
liquid hardener

for homogeneous and durable colours 
of precast elements

CHRYSO®Revello Color
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Enhance the aesthetic 
appearance of your precast 
elements  

CHRYSO®Revello Color guarantees homogeneous tints 

for products leaving the factory, whatever the season or 

the batch number.

This solution also reduces efflorescence issues, which is 

particularly common in porous tinted products and often 

aggravated by storage conditions.

Benefit from the intrinsic 
qualities of a liquid hardener

 The specific formulation of CHRYSO®Revello Color 

offers you the following benefits:

n  Prevents soiling and facilitates cleaning.

n  High UV resistance: no yellowing is observed after 

1,500 hours of exposure to sunlight.

n  Enhances resistance to flaking (freeze thaw + de-icing 

salt) according to protocol XP P 18-420.

n  Increases surface durability.

Consult us for your 
made-to-measure tinting   

CHRYSO®Revello Color is available in customized tints 

based on an RAL colour chart. We can use our colour 

matching expertise to reproduce the exact shade you 

are looking for.

Choose a user-friendly solution 

The product is applied tone on tone, on hardened 

concrete, using an HVLP spray gun:

n  Atomization of the product by a high volume (HV) of air

n  Spraying of the product at low pressure (LP) of 1 to 2 bar

The average consumption is: 150 g/m².

The product dries in less than one hour.

Your CHRYSO contact can work with you to determine 

the condition of use best suited to your process.
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Colour matching expertise to serve your needs

The mineral aspect of the material is preserved

CHRYSO®Revello ColorControl
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Capillary absorption test
according to protocol AFPC - AFREM 1997

Please refer to the Technical Datasheet before use.
Your CHRYSO contact is at your service for further assistance and information.

CHRYSO S.A.S. - 19 Place de la Résistance - 92446 Issy-les-Moulineaux Cedex - FRANCE 
Tel. +33 (0)1 41 17 18 19 - Fax +33 (0)1 41 17 18 80
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